W Temperature Characteristics T-ambient 25°C

Electrical Characteristics

Temperature

Operating -20~+40 C
Storage  -40~+85 C

n i

Input Voltage:
EU:AC100~240V 50/60Hz
PF:=0.93 THD<20%
Power Efficiency: =0.87

Model NO. Size A(mm) Size B(mm) Size C(mm)
Green08 600mm 600 85 109
Green08 900mm 900 85 109
Green08 1200mm 1200 85 109
Green08 1500mm 1500 85 109
_ Recommended
Power  Light LED QTY CCT Frosted Cover Clear Cover CRI Beam |nstallation Height
Model NO. 9
(W) Source (pcs) (K)  Lumens Lm/W  Lumens Lm/W Angle (m)
Green08 H+ 600mm 40 2835 240 4000K 4200 105 4600 115  >90/95 1200 2-5
Green08 H+ 900mm 60 2835 364 4000K 6300 105 6900 115  >90/95 1200 3-6
Green08 H+ 1200mm 80 2835 520 4000K 8400 105 9200 115  >90/95 1200 3-8
Green08 H+ 1500mm 100 2835 624 4000K 10500 105 11500 115 >90/95 1200 4-11

CCTRange DW(5000K)
Waterproof : IP65 & IKO8




	1: Green08 IP65

